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The BT-1-55v95W is an powerful single port PoE injector with a high 

impact metal  shell. It delivers 95W of power into a PoE source and 

supports 10/100/1000Mbps data rates. Its 55V output supports long 

distance cabling requirements and stays within IEEE802.3 voltage range 

specifications.  When combined with the GBT-4-IW or a 5 port midspan/

extender, it reduces cable pull requirements substantially and optimizes 

costs of install. 

Power where you 

need it 

Single Port Injector 

55V 95W  
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Technical Specifications 

Single Port 95W PoE 802.3bt Injector 

Working Environment 

Operating Temperature: -40C to 65C 

Operating Humidity: 20% to 80%, non-condensation 

Storage Temperature: -40C to 85C 

Storage Humidity: 10% to 90%, non-condensation 

Operating Altitude: up to 5k meters  

Mechanical 

Case: High Impact Black Metal 

Mounting: Wall-mounted 

IP Rated: IP20 

Connectors: Shielded RJ-45*2 

Size: 214 X 134 X 41mm 

Weight: 1070g (2.36lb) 

Power Source 100-240VAC @ 2A 

Outputs 

Pin Assignment and Polarity: 

4/5(+), 7/8(-) and 3/6(+),1/2(-) 

Output Power Voltage: 55Vdc  

AC Surge Protection 
Line-Earth 1.2/50us (8/20us): 2KV 

Line-Line 1.2/50us (8/20us): 1KV 

Approvals & Compliance IEEE802.3bt, RoHS, WEEE, cUL/UL, CE, CB, FCC, RCM, NOM  

Data Rates 10/100/1000 

120-240VAC @ <2A 

10/100/1000 data + 95W 10/100/1000 data 
BT-1-55v95W 

Functional Diagram 
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Single Port 95W PoE 802.3bt Injector 

Application Diagrams 

Data Switch 

Data Switch 


